Jogging the Mitsubishi Robot
To Start Up

Check to be sure work area is clear and that the robot arm is free to move.

Turn on power at power strip at lower right rear corner of table.

If controller is off, turn it on with the black power switch on the controller front.

Set controller MODE key to TEACH.

Turn pendant key switch to ENABLE.

To Jog in Various Modes

JOINT Mode

Press and hold the DEADMAN switch on back pendant.

Press the JOINT button to put robot into joint jog mode. Verify this on pendant display.

Press and hold the STEP/MOVE key. Wait until servos power up (about 0.5 seconds).
Practice moving each axis. Use the pendant buttons that correspond to each axis. Note the paired buttons allow for movement in opposite directions.
To open or close gripper, press and hold HAND key while pressing either the +C or -C key. Holding the STEP/MOVE key is not necessary.
NOTE THAT THIS MODE MOVES ONE JOINT AT A TIME.

Cartesian (XYZ) Mode

Press and hold the DEADMAN switch on back pendant.

Press the XYZ button to put robot into Cartesian jog mode. Verify this on pendant display.

Press and hold the STEP/MOVE key. Wait until servos power up (about 0.5 seconds).

Practice moving each axis. Use the pendant buttons that correspond to each axis. Note the paired buttons allow for movement in opposite directions.

To open or close gripper, press and hold HAND key while pressing either the +C or -C key. Holding the STEP/MOVE key is not necessary.

NOTE THAT THIS MODE MOVES MULTIPLE AXES TO KEEP THE TOOL CENTER POINT (TCP) IN A STRIAGHT LINE ALONG THE SELECTED AXIS.

TOOL Mode
Press and hold the DEADMAN switch on back pendant.

Press the TOOL button to put robot into tool jog mode. Verify this on pendant display.

Press and hold the STEP/MOVE key. Wait until servos power up (about 0.5 seconds).

Practice moving each axis. Use the pendant buttons that correspond to each axis. Note the paired buttons allow for movement in opposite directions.

Change the wrist pitch and use the +X/-X, +Y/-Y, and +Z/-Z keys to jog the robot. Note how this varies from the Cartesian mode.

To open or close gripper, press and hold HAND key while pressing either the +C or -C key. Holding the STEP/MOVE key is not necessary.

NOTE THAT IN THIS MODE THE XYZ COORDINATE SYSTEM IS BASED ON THE ORIENTATION OF THE TOOL.

